
RADDRIZZAFILI
DIAMETRO DA 0.03 A 38 MM

WIRE STRAIGHTENER
DIAMETER 0.03 TO 38 MM



  



   

ITA: Raddrizzafilo in acciaio appositamente per la lavorazione del filo “Co2” nell’operazione di ribobinatura su rocchetti.
Adatto alla lavorazione del filo con velocità lineare di lavorazione pari a 40 metri/secondo, il raddrizzafilo ADV è 
disponibile in versione doppia con 9+9 rulli diametro 23 mm, ADV923, oppure 30 mm, ADV930.

            -  I rulli diametro 23 mm sono in metallo duro e permettono una durata estremamente lunga. 
	 Su questi rulli Cometo offre il servizio di rigenerazione del rullo, cioè si recupera la parte in metallo duro, che viene 
	 riutilizzata e si sostituiscono i cuscinetti.

            -  I rulli diametri 30mm in acciaio sono più economici rispetto ai rulli in metallo duro, ma il diametro maggiore garantisce 
	 una lunga durata di utilizzo.

Disponibile con o senza cilindro preumatico.

ENG: Wire straightener in steel, purposely designed for the processing of “Co2”  wire during the operation of spool winding.
Suitable for line working speed of 40 meters/second, ADV wire straightener is available in two versions: 
ADV923 with 9+9 rollers diameter 23mm,  ADV930 with 9+9 rollers diameter 30mm.

             - The rollers diameter 23mm are made of tungstene carbide and grant a very long-lasting lifetime.
	 Cometo furthermore offers a “regenerating service” for these rollers, the tungstene carbide ring is kept as it is and only 
	 the bearings are replaced with new ones.

            - The steel rollers diameter 30mm are cheaper in comparison with the tungstene carbide ones but their bigger diameter ensures 
	 anyway a long performing lifetime.

Available with or without pneumatic cylinder.
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ITA: Radrizafilo disponibilie in versione singola AS o doppia AD con due diversi 
tipi di rullli.
CA/CAR per filo resistenza pari  600 N/mm2 con rulli standard.
CAW per filo resistenza da 600N/mm2 a 2.200 N/mm2 
con rulli CAW in acciaio temprato (62-63 HRC). Dotato di apertura rapida a eccentrico. Sono una linea di rulli regolabile.

ENG: Wire straightener available in two versions - single AS or doble AD - with two different types of rollers.
CA/CAR model for wire resistance 600N/mm2, with standard rollers.
CAW model for wire resistance from 600N/mm2 up to 2.200N/mm2 with hardened (62-62 HRC) steel CAW rollers.
Quick locking and release system.
Only one row of rollers adjustable.

WIRE
STRAIGHTENER

Ø D d F a B C P A E I M

L

G N° OF ROLLERS

TYPE ROLLER 5 7 9 11 13

AS07 CA07 0,1-0,5 7 3 3 110° 21,5 34 10,5 13,5 37 15 M5 / 72 82,5 / / 10

AS10 CA10 0,2-0,6 10 3 4 90° 22 34 15 14 37 18,5 M5 / / 87 / / 5

AS13 CA13 0,6 13 4 5 90° 22,5 34 18 18 40 18 M6 58 76 94 112 130 10

AS16 CA16 0,6-1 16 5 5 90° 22,5 35 20 16,5 49,5 25 M6 80 100 120 140 160 10

AS22
CA22 0,8-1,6 22 8 7 90° 33,5

53 26 24 60 27,5 M6 88 114 140 166 192 15
CAW222 0,8-2 23 7 21 100° 37

AS30
CA30 1,5-3 30 10 8 90° 43 60

38
26,5

65 35 M12 120 158 196 234 272 18
CAW232 1,5-3,7 32 10 27 100° 49 73 27,5

AS40
CAR40 2,4-4,6 40 15 11 100° 52 76

55
36

80 40 M12 180 235 290 345 - 20
CAW242 2,5-5,2 42 15 30 110° 56,5 83 37

AS47
CAR47 3,3-6,5 47 15 11 90° 52 66

70 44,5 103 45 M14 200 270 340 - - 20
CAW247 3,6-7,1 47 17 33 100° 58,5 85

AS52 CAR252 4-8 52 20 20,6 110° 56,5 76 70 44,5 103 45 M14 200 270 340 - - 20

AS62
CAR62 4,4-8,6 62 25 15 100° 62 82

90 43 125 70 M14 280 370 460 - - 28
CAW262 5,2- 

10,1 65 25 39 100° 66,5 100

AS80 CAW280 7,1-14 80 30 47 100° 86,5 130 115 62 140 89 M16 338 443 - - - 35

-
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HOW TO CHOOSE THE CORRECT STRAIGHTENER ACCORDING TO THE WIRE DIAMETER 

WIRE
STRAIGHTENER

SPEED
(m/s)

DURATION
(h)

WIRE   TENSILE   STRENGTH     N / mmq

300 400 500 600 700 800 900 1000 1200 1400 1600 1800 2000 2200

AS07 CA07

25 10’000

0,5 0,4 0,3

AS10 CA10 0,6 0,5 0,4

AS13 CA13 0,7 0,65 0,6 0,55 0,55 0,5 0,5

AS16 CA16 0,8 0,75 0,7 0,65 0,6 0,55

AS22
CA22

20 10’000

1,6 1,5 1,4 1,3 1,2 1,1 1 0,9 0,8 0,8

CAW222 2 2,1 1,8 1,7 1,6 1,5 1,4 1,3 1,2

AS30
CA30 3,0 2,7 2,5 2,4 2,3 2,2 2,1 2,0 1,9 1,8 1,7 1,7 1,6 1,6

CAW232 3,7 3,4 3,0 2,9 2,8 2,7 2,6 2,5 2,3 2,2 2,1 2,0 2,0 1,9

AS40
CAR40

15 5’000
4,6 4,2 3,9 3,6 3,5 3,3 3,2 3,1 2,9 2,7 2,6 2,5 2,4 2,4

CAW242 5,2 4,7 4,4 4,1 3,9 3,8 3,6 3,5 3,3 3,1 3,0 2,9 2,8 2,7

AS47
CAR47

10

2’000

6,5 5,9 5,5 5,1 4,9 4,7 4,5 4,3 4,1 3,9 3,7 3,6 3,4 3,3

CAW247 7,1 6,4 5,9 5,6 5,3 5,1 4,9 4,7 4,4 4,2 4,0 3,9 3,7 3,6

AS52 CAR252 8,0 7,2 6,7 6,3 6 5,7 5,5 5,3 5,0 4,7 4,5 4,3 4,1 4,0

AS62
CAR62

5
8,6 7,8 7,2 6,8 6,5 6,2 6,0 5,7 5,4 5,1 4,9 4,7 4,6 4,4

CAW262 10,1 9,2 8,5 8,0 7,6 7,3 7,0 6,8 6,5 6,0 5,8 5,6 5,4 5,2

AS80 CAW280 3 13,8 12,5 11,6 10,9 10,4 9,9 9,5 9,2 8,7 8,2 7,9 7,6 7,3 7,1

DISPONIBILE ANCHE CON 
INDICATORE DI POSIZIONE

 
AVAILBLE ALSO WITH 

POSITION INDICATORS 



  

ITA: Raddrizzafilo in acciaio che permette di ottenere un’ottima precisione di raddrizzatura grazie a tolleranze centesimali, per questo 
motivo viene consigliato su macchine per produzione di molle e viti, macchine piega-filo ed applicazioni in cui la precisione di 
raddrizzatura è un elemento critico. Il raddrizzafilo ASM/ADM è adatto alla raddrizzatura di  fili da diametro 0,3 mm a 16,00 mm. 
Questo modello è disponibile sia in versione singola (ASM), con tutti i rulli disposti su due file su di un unico piano di fissaggio; 
sia in versione doppia (ADM),  due piani singoli assemblati a 90° tramite una squadra d’unione. A seconda delle necessità del cliente il 
raddrizzafilo è disponibile nelle versioni con 3, 5, 7, 9, 11 e 13  rulli. Uno dei vantaggi principali del raddrizafilo ASM/ADM è la 
possibilità di effettuare la regolazione dei rulli su entrambe le file in modo da ottenere un miglior grado di raddrizzatura, inoltre 
l’apertura rapida ad eccentrico riduce drasticamente le tempistiche di cambio del materiale da raddrizzare.
Sul modello ASM/ADM Cometo offre la possibilità di montare indicatori digitali di posizione, che facilitano l’operatore nella 
regolazione dei rulli. Con gli indicatori di posizione è infatti possibile registrare la posizione esatta dei rulli e utilizzarla in seguito per 
la lavorazione dello stesso diametro.

ENG: Wire straightener made of steel; enables very good straightening accuracy thanks to its centesimal tolerances. For this reason, 
this device is particularly suitable on machines for: springs and screws manufacturing, wire bending machines, applications where 
straightening precision is more critical. The ASM/ADM wire straightener is suitable for the processing of wire with diameters ranging 
from 0,3mm to 16,00mm. This model is available in either a single plane version (ASM) with all the rollers fully adjustable on both 
rows and in a double/dual plane version (ADM) with both planes fixed together with a 90° jointing bracket. This wire straightener is 
available with 3,5,7,9,11 and 13 rollers per plane according to customer’s requirements. One of the main advantages of the ASM/ADM 
wire straightener is the ability to adjust the rollers on both rows – this allows an accurate straightening setting; furthermore, the quick 
cam type opening and closing feature drastically reduces the set-up time on the machine of the material to be straightened.
Cometo offers the option to fit digital roller positioning indicators on ASM/ADM models, which greatly help the operators save on set 
up time and decrease down time during set up. Digital roller adjustment indicators provides an economical and accurate way of 
recording roller positions for all future reproducibility and helps produce consistent final product every time. 

					              

ASM-ADMASM-ADM

VERSIONI DI MONTAGGIO / ASSEMBLY VERSIONS
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DIAMETER OF ROLLERS :

NUMBER OF ROLLERS :                   FROM                    TO

SIMPLE PLANE

FROM                      TO

DUAL PLANE STRAIGHTENER

IF LONG STEP IS REQUIRED

A-B-C-D ASSEMBLY VERSION



  

a

F

d D

B

a

F

d D

B

CAW

CA/CAR

B

d D

F

a

ADVADVSTAFFA GIUNTO/
JOINT BRACKET

MODELLO ASM/   
 ASM TYPE

STAFFA GIUNTO/
JOINT BRACKET

MODELLO ADM/ ADM TYPE

INGRASSATORE/
LUBRICANT

Raddrizzafilo
Wire straightener ø d f S ɑ A B D E F G H I P

C

N° RULLI / N°of ROLLERS

MODELLO
MODEL

RULLO 
ROLLER 3 5 7 9 11 13

ASM_13 CA13 0.3-0.6 13 4 5 90° 28 47.5 10 21.3 26.8 46 4.2 4.9 19.4 - 68.1 87.5 106.9 126.3 145.7

ASM_16 CA16 0.5-1.5 16 5 5 90° 31 55 12 26 32 70 5.5 5.85 23.2 - 81.4 104.6 127.8 151 174.2

ASM_22 CA22XADM 0.8-2.2 22 8 7 90° 41.5 70.5 12 33.5 42.7 90 6.5 7.35 29.2 - 102.4 131.6 160.8 190 219.2

ASM_26 CA26 1.5-3.0 26 8 7 90° 41.5 70.5 12 33.5 42.7 90 6.5 7.35 29.2 - 102.4 131.6 160.8 190 219.2

ASM_32 CAR232 1.8-3.5 32 10 14 100° 52 88 15 45 58 100 9 9.85 39.2 - 137.4 176.6 215.8 255 294.2

ASM_40 CAR240 2.4-4.6 40 15 16 100° 63 108 20 55 70 138 11 12.35 49.2 - 172.4 221.6 270.8 320 -

ASML_40 CAR240 2.4-5.0 40 15 16 100° 63 108 20 55 70 138 11 12.35 59.2 - - 251.6 - - -

ASM_52 CAR252 4-7 52 20 20.6 110° 78 131 25 68.5 86.8 150 13 14.85 59.2 148.2 207.4 266.6 325.8 385 -

ASML_52 CAR252 4-9 52 20 20.6 110° 78 131 25 68.5 86.8 150 13 14.85 79.2 - 247.4 326.6 - - -

ASM_65 CAW265 5.2-10.1 65 25 35 110° 100 160 25 82 111.5 243.5 17 14.8 99.2 - 307.2 406.4 - - -

ASM_90 CAW290 8-16 90 30 38 100° 122.5 181.5 30 95.2 127.2 250 17 19.75 129.2 - 402 531.2 - - -



  

ITA: Modello più semplice ed economico della gamma Cometo. Disponibile in ver-
sione singola o doppia (ASF1 o ASF2). Modello ASF per filo resistenza pari a 600N/
mm² con rulli standard. Modello ASF CAW per filo con resistenza da 600 N/mm²  con 
rulli CAW.  Chiusura standard a vite. Per un più rapido posizionamento dei rulli, Cometo 
ha introdotto il sistema di chiusura con indicatori di posizionamento. 

ENG: Most simple and lowest priced Cometo wire straightener. Available in single - 
or dual plane version (ASF1 or ASF2). ASF model suitable for tensile strength  600N/
mm² up to 1200 N/ mm², with hardened-steel rollers. Screw opening and release system. 
In order to obtain quicker positioning of rollers, Cometo introduced a new opening and 
release system with position indicators.

  WIRE STRAIGHTENER
Ø D d F a B C P A E

F
I M N O L  NUMBER of ROLLERS

TYPE ROLLER MIN MAX 3 5 7 9

ASF...13 CA13 0,3-0,6 13 4 5 90° 19,5 27 18 15 36 4,5 4,5 5 M4 6 6 / 60 78 /

ASF...16 CA16 0,6-1,0 16 5 5 90° 21.5 29 20 17 38 6 10 8 M6 6 10 / 74 94 114

ASF...22
CA22 0.8-1.5 22 8 7 90° 28.5 38.5

26 24 45 5 13 9 M8 6 12 60 86 112 138
CAW222 0.8-2 23 7 21 100° 32 55

ASF...30
CA30 1.5-3 30 10 8 90° 33 47

42
31.5

65 7 19 10 M10 8 12 84 126 168 210
CAW232 1.5-3.5 32 10 27 100° 39 63 33

ASF...40
CAR40 3.0-5.0 40 15 11 100° 42 57

55
42

80 8 24 13 M12 12 20 111 166 221 276
CAW242 3.0-5.0 42 15 30 110° 45.5 78 43

ASF...47
CAR47 4.0-7.0 47 15 11 90° 43.5 58

70 47 84 6 22 13 M14 12 20 116 196 266 336
CAW247 4.0-7.0 47 17 33 100° 50 78

ASF...62
CAR62 5.0-10 62 25 15 100° 54 73

90
65

115 18 33 15 M16 12 25 / 256 346 436
CAW262 5.0-10 65 25 39 100° 59,5 96 66

ASF...80 CAW280 9-15 80 30 47 100° 76.5 114 110 92.5 177 38.5 56.5 20 M16 20 49 / 330 440 550

CAW

N

A    S     F    1    5    30               C

C
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WITH CAW ROLLERS

WITH POSITION INDICATORS

DIAMETER OF ROLLERS :

WITH GUIDE BUSH

NUMBER OF ROLLERS :                   FROM                    TO

SIMPLE PLANE

WITHOUT GUIDE BUSH

FROM                      TO

DUAL PLANE STRAIGHTENER
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ITA: Raddrizzafilo indicato particolarmente per la produzione di reti grazie al suo minimo 
ingombro. 
Solo una fila di rulli  regolabile tramite vite.
Apertura rapida a forbice.

ENG: Wire straightener recommended for wire meshes production thanks to the minimum 
space required for its installation. 
Only one row of rollers adjustable. Screw adjusting system.
Quick scissor-opening system.

WIRE 
STRAIGHTENER

DIA D d B a S C P A E F G I M N H O

L

TYPE ROLLER

NR OF 
ROLLERS
5 7

D...22 CA22 0,8-1,5 22 8 7 90° 22,5 33 28 30 62 60 8 37 M8 10 7,5 M8 102 130

D...30 CA30 1,5-3,0 30 10 9 90° 23,5 35 58 37 68 75 10 52 Ø 8,5 22 7,5 M8 162 220

D...32 CAR32 1,5-4,5 32 10 9 100° 23,5 35 58 39 66 75 10 52 Ø 8,5 22 7,5 M8 162 220

D...40 CAR40 3,0-5,0 40 15 11 100° 31 45 70 44 102 105 12 75 Ø12,5 24 10 M12 220 290

D...47 CAR47 4,0-6,0 47 15 11 90 ° 36 49,5 88 34,5 103 115 12 117 Ø 11 20 12,2 / 300 410

D...52 CAR52 4,5-7,0 52 20 14 100° 34,5 46,5 110 61 104 120 15 95 Ø 12,5 32 12,2 M12 300 410

D...80 CAR80 7,0-14,0 80 35 17 100° 39 55,5 126 89,5 132 175 12 119 Ø 12,5 46 12,5 M12 364 490
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ITA: Questo modello è disponibile solo in versione singola, con tutti i 
rulli disposti su due file su di un unico piano di fissaggio; 
Cometo può fornire su richiesta del cliente speciali squadre d’unione 
per il posizionamento di più unità assemblate in verticale 
oppure in orizzontale. 

Il montaggio di più unità è da effettuare sul luogo di utilizzo, date le dimensioni del raddrizzafilo.

Tutti i rulli sono regolabili tramite indicatori digitali di posizione che permettono all’operatore di conoscere l’esatta posizione del rullo, 
per poi riutilizzarla per future necessità. 

                  
MODELLO RANGE DI FILO E TUBO RADDRIZZATO VERSIONI DISPONIBILI

RF65 da 5,2mm a 10,1mm numero di rulli: 3, 5, 7, 9

RF90 da 10mm a 18mm numero di rulli: 3, 5, 7

RF110 da 10mm a 30mm per il filo 
fino a 45mm per il tubo

 numero di rulli: 5, 7, 9

RF125 da 12mm a 35mm per il filo 
da 12mm a 50mm per il tubo

numero di rulli: 3, 5

RF180 fili e tubi diametro massimo 38 mm numero di rulli: 5
protezione CE ed apertura rapida 

rulli con cilindri idraulici Ø125mm.

ENG: This model is available only in a single version, with all rollers arranged in two rows on a single mounting plane. 
However, upon customer request, Cometo can provide special connection brackets for assembling multiple units in a vertical or 
horizontal configuration. 
Due to the dimensions of the straightener, assembly of multiple units must be carried out on-site.

All rollers are adjustable with digital position indicators, allowing the operator to record and reuse the exact roller position for 
future processing.

MODEL WIRE AND TUBE DIAMETER RANGE AVAILABLE VERSIONS

RF65 5,2mm to 10,1mm 3, 5, 7 or 9 rollers

RF90 10mm to 18mm 3, 5 or 7 rollers

RF110 10mm to 30mm for wire 
up to 45mm for tube

5, 7 or 9 rollers

RF125 12mm to 35mm for wire 
12mm to 50mm for tube

3 or 5 rollers

RF180 wire and tube up to 38 mm 5 rollers
Equipped with CE protection 
and quick roller opening with 
Ø 125 mm hydraulic cylinders.
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COMETO SRL   
VIA CABELLA LATTUADA, 41 -23841- ANNONE DI BRIANZA (LC) ITALY

TPH +39-(0)341-263090  
www.cometo.ws 
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